720 e IMPORTANT: The tank must be surrounded in concrete as per installation
procedures. Refer to installation manual available from Dutypoint Ltd.
595 * Inlets and cable entry points to be formed in the correct positions to suit
site requirements. Further detail is available in the installation manual
Q
/::'\ (D\Q% * Dimensions are approximate due to manufacturing tolerances.
N If critical, check physically prior to installation.
o w0 |
N o8 - —
N L0
| / (E
595
1140
570 1271
n
o
<
N GUIDERAIL PUMP
3 DISCHARGE
— CONNECTION
2" PVC INTERNAL
PIPEWORK
- : _ _ REV:
. DUTYPOINT =< DRAWING NO: 10-005055-000 62.00
CUSTOMER: THE BAR BIMINO: | XX X-XXX-XXXX-XX-XXX XX XX-XXXX-XX-XXX
SHEPHERD ROAD, GLOUCESTER GL2 5EL DESCRIPTION: | T10.120.1P.50.GR
PRINT NAME: (T): 01452300 110 PROJECT NAME:
MODEL NO.
DATE: SERIAL NO. SHEETNO. 1OF1
SIGNATURE. PROPRITARY & CONFDENTIAL (AN PROJECT NO. SCALE: 120
IF IN DOUBT \\‘y I\I DRAWN BY: DARREN LUSTY 25/04/2022 = SHEET SIZE: A3
THIRD ANGLE APPROVED BY: - - WEIGHT KG:
4 5 | 6 | 7 8




	Sheet1
	Drawing View1
	Drawing View3
	Drawing View4
	Drawing View6


