
MicroBOOST MAX
Product Description

Performance

Dimensions * At typical domestic duty
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1" BSPF

Full Load Current 7 amps

Motor Power 1.1 kw

Noise Level* 49 Db(A)

Suction Connection 1" BSPF

Discharge Connection

Max System Pressure 10 Bar

IP Rating IP55

Weight 16 Kg
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 - Available pre-fitted into a compact high performance combined tank and 

booster pump system - see MicroBOOST TANK

 - Dual pump connection kit
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 - Variable speed controller with power factor correction

 - Intuitive user interface buttons

 - Bluetooth connectivity for app control

 - Ability to connect multiple units (up to 8) together to work in Duty/Assist or 

Duty/Standby configuration

Specification
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 - Periodic auto-run for anti-seize protection

 - Over temperature protection

 - Frequent re-starts protection

Supply Voltage 230/1/50

Motor Starting Type VSD

Max Head 6.5 Bar

A
c
c
re

d
it

a
ti

o
n

s

 - Water regulation approval pending

 - IE5 Efficiency Rating

MicroBOOST PRODUCT DATA SHEET

Dutypoint space-saving domestic cold water boost pump set with ultra-high efficiency IE5 

permanent magnet motor.  The system includes a pump, motor, variable speed drive 

controller, NRV, pressure transducer, 2L pressure vessel, set of unions, acoustic 

enclosure and rubber anti-vibration feet.  All wetted internals are constructed from 

stainless steel.  Modular design enables straightforward key component replacement 

ensuring long design life.
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