QuikBREAK

VORTEX FLOW CONTROL DEVICE BY DUTYPOINT

istalation Inatuct

General arrangements

The QuikBREAK Vortex Flow Control Device is a surface regulator. It is installed in a control chamber
mounted over the outgoing pipe. The outgoing pipe size is as advised on the drawing with your quotation. A
flat surface is required for mounting the unit. In a circular chamber, it is necessary to build up a concrete
mounting pad around the outgoing pipe large enough to accommodate the unit.

A sump is required below the outlet pipe with a depth advised on the drawing with your quote. The size of
the sump should be sufficient to house the unit intake and allow for drilling and fixing.

Fixing arrangements

1. Offer up the unit to the mounting area in the orientation shown

2. The bottom of the outlet spigot should be resting on the pipe invert

3. Mark through the fixing bolt holes and drill the holes for the anchor bolts with a 10 mm drill bit
4. Insert anchor bolts in holes and secure

5. Where a bypass door is fitted, lead the pull wire to the chamber access and secure it within easy reach
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QuikBREAK

VORTEX FLOW CONTROL DEVICE BY DUTYPOINT

DUTYPOINT STANDARD WARRANTY

AGM is Dutypoint’s service partner under the formation of Fluid Water Group. Dutypoint Systems
standard product warranty is valid for a period of 12 months. To qualify for 24 months of cover,
commissioning must be carried out by a qualified person from our service partner (AGM) within the
first 12 months from the date of despatch. A servicing visit must be completed within 12 months from
the date of commissioning by a qualified person from our service partner. Full terms and conditions
are located on the website https://www.dutypoint.com/terms-and-conditions

If you need to contact us regarding any issue regarding your Dutypoint product, please contact
Dutypoint or AGM customer support teams.

Dutypoint Tel: 01452 300110
Dutypoint Email: enquiries@dutypoint.com

AGM Tel: 03335 775151
AGM Email: service@agmservice.co.uk
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